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Prepare the appliqués.  Trace the templates to your fusible web product. We will 

use the same wheel for all three cars. We will use the same connector and wheel 

hub as last week. The front of the train car and the little side front piece are the 

same for all three cars. Trace 6 wheel hubs and 2 more connectors from last 

week’s templates. Make 6 wheels, 3 car fronts and 3 side fronts. Preparing these 

pieces now will give you a head start for the next two weeks. 

Trace the cornstalks as drawn on the template page. The spiked tops are cut free 

hand when you make the final cut out of the fabric. Draw the lines for the spikes if 

you are more comfortable cutting that way. 

Assembling the train car.  Position the front of the train car 1¼” from the back of 

the engine. Align the bottom of the car with the bottom of the engine. Slip the 

little side front piece in place and fuse just that piece. Position the car front again 

and slip the cornstalks behind it. Remove the car front and fuse the cornstalks in 

place.  

Edge stitch the cornstalks and add the details with a straight stitch. With a thread 

a shade or two darker than the fabric stitch several lines across where the 

cornstalks would be tied together. Below are pictures showing the details of the 

stitching. 

 

 

 

  

  



 

Fuse the pumpkin in place. Edge stitch and then add three lines of straight 

stitches to indicate the ridges in the pumpkin. Add a narrow satin stitch stem. 

Reposition and train car front and slip the little connector piece in place to hitch 

to the next car, fuse in place. Edge stitch the connector and the little side front 

piece and then the train car. 

Position the wheels ½” in from the edges of the car. Make sure the bottoms of the 

wheels are lined up with the wheels of the engine. Add the hubs, fuse and edge 

stitch. 

 

 


